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IN THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 
application. 

Please amend the following claims. 

Claims 1-11 (canceled) 

12. (currently amended) A vehicle information system installed aboard a passenger 
vehicle, comprising: 

a headend system for communicating with a content source including a first content 
library associated with a first passenger seat group within the passenger vehicle and a second 
content library associated with a second passenger seat group within the passenger vehicle , said 
headend system for providing a first content catalog of first viewin g content available from the 
first content library and a second content catalog of second viewing content available from the 
second content library : 

a first portable media device being associated with the first passenger seat group, said 
first portable media device for presenting the first content catalog, for enabling selection of first 
selected viewing content via the first content catalog, fo r selecting am i receiving the selected first 
viewing content avail abl e - from the first content library via said headend system, and for 
presenting the selected first viewing content; and 

a second portable media device being associated with the second passenger seat group, 
said second portable media device for presenting the second content catalog, for enabling 
selection of second selected viewing content via the second content catalog, for-s electing and 
receiving the selected second viewing content avai - l akfe-from the second content library via said 
headend system, and for presenting the selected second viewing content, 

wherein the first content library is different from the second content library and is not 
available to said second portable media device. 
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1 3. (previously presented) The vehicle information system of claim 12, wherein said 
first portable media device includes: 

a handheld case having a predetermined shape and including a communication port; 
a transceiver system for wirelessly communicating with said headend system via the 
communication port, said transceiver system being disposed within said handheld case; 

an integrated user interface system being provided on said handheld case and including: 
a video presentation system for selecting among the first viewing content 
available from the first content library via a menu-based system and for presenting a 
video portion of the selected first viewing content; 

an audio presentation for presenting an audio portion of the selected first 
viewing content: and 

a control system for selecting the selected first viewing content for 
presentation and controlling the presentation of the selected first viewing content. 

14. (previously presented) The vehicle information system of claim 13, wherein the 
selected first viewing content is selected and presented solely via the user interface system 

15. (previously presented) The vehicle information system of claim 1 2, wherein the 
content source is remote from the passenger vehicle. 

16. (previously presented) The vehicle information system of claim 12, wherein access 
to the second content library is conditioned upon receipt of valid authorization information from 
said second portable media device. 

17. (currently amended) The vehicle information system of claim 12, wherei n at least a 
portion of the first content library is made available to said second portable media device upon 
payment of a fee. 
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1 8. (previously presented) The vehicle information system of claim 1 7, wherein a 
content preview from the first content library is available for presentation via said second 
portable media device prior to the payment of the fee. 

19. (previously presented) The vehicle information system of claim 12, wherein said 
first portable media device is configured to upload content to the content source. 

20. (previously presented) The vehicle information system of claim 1 9, wherein said 
headend system inhibits said first portable media device from uploading inappropriate viewing 
content to the content source. 

2 1 . (previously presented) The vehicle information system of claim 1 2, wherein the 
first content library includes at least a portion of the second content library. 

22. (previously presented) The vehicle information system of claim 12, further 
comprising a plurality of said first portable media devices each being associated with the first 
passenger seat group and configured for selecting the first viewing content available from the 
first content library and for presenting the selected first viewing content. 

23. (previously presented) The vehicle information system of claim 12, further 
comprising a plurality of said second portable media devices each being associated with the 
second passenger seat group and configured for selecting the second viewing content available 
from the second content library and for presenting the selected second viewing content, 

24. (previously presented) An aircraft including a vehicle information system 
characterized by claim 12. 
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25. (currently amended) A portable media device for enabling selection of viewing 
content available from a relevant content library of a content source, fo r sclocting and receiving 
the preselected viewing content availabl e from the r e l e van t co ntent library of a content source via 
a headend system, and for presenting the preselected fos^viewing content, comprising: 

a handheld case having a predetermined shape and including a communication port; 

a transceiver system for wirelessly communicating with a headend system of the vehicle 
information system via the communication port, said transceiver system being disposed within 
said handheld case; 

an integrated user interface system being provided on said handheld case and including: 
a video presentation syste m for presenting a content catalog of the available 
viewing content, for selecting among the fort- available viewing content available 
from the first cont ea t4&Faiy via a menu-based system, and for presenting a video 
portion of the selected fort-viewing content; 

an audio presentation for presenting an audio portion of the selected fort 
viewing content; and 

a control system for selecting the selected fort-viewing content for 
presentation and controlling the presentation of the selected fort-viewing content, 
wherein said portable media device and the relevant content library are associated with a 
selected passenger seat group, and 

wherein the content source include's-a-seeend another content library that is different from 
the relevant content library, that is associated with-a-seeend another passenger seat group, and 
that is not available to said portable media device. 
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26, (currently amended) A vehicle information system installed aboard a passenger 
vehicle, comprising: 

a headend system for communicating with a content source including a relevant content 
library associated with a relevant passenger seat group within the passenger vehicle; and 

a portable media device for selecting and receiving preselected viewing content available 
from the relevant content library of the content source via the headend system and for presenting 
the preselected fest-viewing content as characterized by claim 25. 
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27. {currently amended) A vehicle information system installed aboard a passenger 
vehicle, comprising: 

a headend system for communicating with a first content source including a first content 
library associated with a first passenger seat group within the passenger vehicle and a second 
content source including a second content library associated with a second passenger seat group 
within the passenger vehicle , said headend system for providing a first content c atalog of first 
viewing content available from the first content library and a second content catalog o f second 
viewing content available from the second content library : 

a plurality of first handheld media devices associated with the first passenger seat group 
and communicating with the first content source, each of said first handheld media devices jor 
presenting the first content catalog, for enabling selection of first selected viewing content via the 
first content catalog, for-s clecting an d receiving the selected first viewing content availabl e from 
the first content library via said headend system, and for presenting the selected first viewing 
content; and 

a plurality of second handheld media devices associated with the second passenger seat 
group and communicating with the second content source, each of said second handheld media 
devices for presenting the second content catalog, for enabling selecti on of second selected 
viewing content via the second content catalog, for s e lecting and receiving the selected second 
viewing content available from the second content library via said headend system, and for 
presenting the selected second viewing content, 

wherein the first content library is different from the second content library and is not 
available to said second handheld media device. 
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28. (currently amended) A method for distributing viewing content aboard a passenger 
vehicle, comprising: 

providing a headend system, said headend system for communicating with a content 
source including a first content library associated with a first passenger seat group within the 
passenger vehicle and a second content library associated with a second passenger seat group 
within the passenger vehicle, the second content library being different from the first content 
library; 

providing a first content catalog of first viewing content available from the first content 
library and a second content catalog of second viewing content available from the second content 
library: asse c -i at - inft -a - first portable media de viee- wife - fa seat gro up , said fir st- 

po rtable media d e vic e- feF sek cting and receiving ' fir s t vi e w in g content avai labl e fr om ■ th e -fi - r - s t 
eont c nt li b rary via said head e nd ^s ystcm and f or p r es enting the - se tectcd first viewing content .;- an d 

presenting the first content catalog via a first portable media device associated with the 
first passenger seat group: 

enabling the first portable media device to select first selected viewing content via the 
first content catalog, to receive the selected first viewing content from the first content library via 
said headend system, and to present the selected first viewing content: 

a s sociat i ng a second portable -me dia - d e v i cc with the second pa^s eHgep-se at - group r said 
seeffld^ertabk-me dia device for s eie efevg - and ■ rec e i vi ng seco nd viewing co ntent a vailabl e-frem 
tf^ee end-cont c nt l ibrary via said h eaden d -s y s t e m - and for presenting th e-seteeted-seeend 
viewing cont e nt 

presenting the second content catalog via a second portable media device associated with 
the second passenger seat group: and 

enabling the second portable media device to select second selected viewing content via 
the second content catalog, to receive the selected second viewing content from the second 
content library via said headend system, and to present the selected second viewing content , 

wherein the first content library is different from the second content library and is not 
available to said second portable media device. 
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29. (previously presented) The method of claim 28, further comprising making the 
first content library available to said second portable media device upon payment of a fee. 

30. (previously presented) The method of claim 28, further comprising configuring 
said first portable media device to upload content to the content source. 

3 ] . (currently amended) A vehicle information system installed aboard a passenger 
vehicle, comprising: 

a headend system for communicating with a content source including a first content 
library associated with a first passenger seat group within the passenger vehicle and a second 
content library associated with a second passenger seat group within the passenger vehicle i sa|d 
headend system for providing a first content catalog of first viewing content available from th e 
first content library and a second content catalog of second viewing content available from the 
second content library , the second content library being different from the first content library; 

a first handheld media device being associated with the first passenger seat group, said 
first handheld media device for presenting the first content catalog, for enabling selection of first 
selected viewing content via the first content catalog, for se l ec ting and receiving the selected , first 
viewing content available from the first content library via said headend system, and for 
presenting the selected first viewing content; and 

a second handheld media device being associated with the second passenger seat group, 
said second handheld media device for presenting the second conte nt catalog, for enabling 
selection of second selected viewing content via the second content catalog, fo r selecting and 
receiving the selected second viewing content availabl e from the second content library via said 
headend system, and for presenting the selected second viewing content, 

wherein the first content library is different from the second content library and is not 
available to said second handheld media device, and 
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wherein said first handheld media device includes: 

a handheld case having a predetermined shape and including a communication port; 
a transceiver system for communicating with the content source via the communication 
port said transceiver system being disposed within said handheld case; 

an integrated user interface system being provided on said handheld case and including: 
a video presentation system for selecting among the first viewing content 
available from the first content library via a menu-based system and for presenting a 
video portion of the selected first viewing content; 

an audio presentation for presenting an audio portion of the selected first 
viewing content; and 

a control system for selecting the selected first viewing content for 
presentation and controlling the presentation of the selected first viewing content. 
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